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Imagine being able to use concrete on slopes, in water, and in other hard to 

reach places - with no molds, no mixing, and minimal equipment. Concrete Cloth 

(CC) is flexible and will bend and curve, enabling it to follow the natural contours 

of the land, including ditches and slopes. 

Unlike regular concrete, Concrete Cloth can be installed in the rain, and other 

wet conditions, virtually eliminating rescheduling due to weather conditions. It 

comes in a variety of sizes, including man-portable rolls that two men can carry, 

reducing the need for heavy machinery. 

The fabric structure also reinforces the concrete and reduces cracking, while 

using up to 95 % less concrete than conventional methods. Concrete Cloth has a 

low alkaline reserve and a low wash rate for a low ecological impact. It meets 

many ASTM and other standards and is resistant to chemicals, weather, wear, and 

UV. The unique structure of Concrete Cloth facilitates ease of installation. Cement 

mix is trapped in a flexible 3D fabric, backed with a waterproof layer. The fabric 

can be hung vertically, laid in trenches, or cut and formed into shapes to create a 

durable layer of concrete, all without the need for molds or mixers. Wet the fabric 

to activate the cement, and within 24 hours, the product has cured to 80 % 

strength. 

CC is available in man portable rolls for applications with limited access or 

where heavy plant equipment is not available. There is no need for mixing or mea-

suring, the concrete is premixed and cannot be over hydrated. It will set underwa-

ter and in sea water. 

It has minimal impact on the local ecology due to its limited alkaline reserve 

and very low wash rate. The impact on the environment is further decreased by re-

ducing the need for plant equipment. The fibre reinforcement prevents cracking, 

absorbs energy from impacts and provides a stable failure mode. 

CC can be rapidly unrolled to form ditch or channel lining. It is significantly 

quicker and less expensive to install than conventional concrete ditch lining and 

requires no specialist plant equipment. CC can be used as slope stabilisation and 

other erosion control applications such as temporary and permanent slope protec-

tion, retaining walls, boulder fences, low level bunds and river bank and dam re-

vetments. Other applications include use as a general replacement for shotcrete, 

retaining walls, scour protection, culverts, blinding layers, weed inhibiting, base-

ment lining, water tanks, flood defences, tunnel lining architectural and design ap-

plications.  
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Рост объемов реализации товаров является наиболее перспективным и 

надежным средством обеспечения устойчивости торгового предприятия. Он 
может быть достигнут в том числе и за счет правильно сформированного ас-
сортимента товаров. В условиях рыночной экономики нет четкого мнения, 
каков должен быть ассортимент товаров, чтобы наилучшим образом удовле-
творить спрос покупателей, обеспечить получение необходимых прибылей и 
решить другие коммерческие задачи. Каждое торговое предприятие ищет 
свою нишу на рынке, исходя из сложившихся конъюнктурных условий. По-
этому УТП «Фермер» холдинга ОАО «Агромашсервис» должно четко пред-
ставлять: на каких покупателей рассчитывают, в какой конкурентной обста-
новке предстоит вести работу и др. Для оптимизации ассортимента иссле-
дуемого предприятия, прежде всего, необходимо хорошо изучить спрос об-
служиваемого населения и исходя из этого устанавливать количество видов 
и разновидностей той или иной товарной группы. Для формирования эффек-
тивного ассортимента целесообразно использовать методы ABC- и XYZ-
анализа, основанного на принципе Парето. 

Итогом проведенного ABC- и XYZ-анализа в исследуемом торговом 
предприятии является получение девяти групп объектов анализа по двум 
критериям, которые позволяют оценить степень влияния на конечный ре-
зультат (ABC) и стабильность (прогнозируемость) этого результата (XYZ). 
Для УТП «Фермер» холдинга ОАО «Агромашсервис» предлагается увели-
чить товарооборот групп АХ, AY, AZ, BX и BY , а также тех групп товаров, 
товарооборот которых небольшой и не очень стабильный, за счет увеличе-
ния разновидностей товаров в данных товарных группах. Товары этих групп 
тем самым станут более привлекательными для покупателей, спрос на них 
возрастет, а значит, возрастет товарооборот и увеличится прибыль от реали-
зации по данным товарным группам. Для проведения мероприятий были вы-
браны: минеральные удобрения; мотоблоки, культиваторы и навесное обо-
рудование к ним; семена зерновых культур; деревообрабатывающие станки; 
напитки газированные и негазированные (мин. вода, питьевая вода, лимонад 
и т. п.); сельскохозяйственные лебедки; семена овощных культур; семена 
цветов; стройматериалы; бытовая техника; бензокосы; вино плодовое; мясо, 
в том числе мясо домашней птицы и мясные продукты и др. 

Расчет эффективности предлагаемых мероприятий по расширению ас-
сортимента товарных групп АХ, AY, AZ, BX и BY показал, что они резуль-
тативны, поскольку прирост прибыли от реализации после их внедрения мо-
жет достигнуть 2,7 млн р.   




